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Preliminary Series Data Sheet 
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Electrical Parameters 

Reverse Voltage ( UR )  
max. 1 s 2 V 

 

Capacity Tolerance  -10/ +30 % Unless otherwise noted 

ESL typ. 20 nH  

IEC Climatic category / Standards 
40/85/56 

( -40 °C to +85 °C ) 
IEC 60384-4 

Leakage Current ( IL )  
UR / 5 min / 20 °C 0,006 * CR [µF] * UR [V] [µA] 

all measurements 
@ 100 Hz / 20 °C 
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[mm] Mersen part name 

AZ2500252504

9 
 2525 25 25 25 10 0,2 25 49 0,52 10 0,8

5 

0,8 35 45 
AZ5003502503

8 
 50-350 50 50 350 4 0,4 25 38 0,52 10 0,8

5 

0,8 35 45 
AZ1013503004

9 
 100-350 100 10

0 

350 6 0,5 30 49 0,52 10 0,8

5 

0,8 35 45 
AZ3304502503

8 
 32 33 33 450 4 0,3 25 38 0,52 10 0,8

5 

0,8 35 45 
AZ1504502503

8 
 15 15 15 450 4 0,2 25 38 0,52 10 0,8

5 

0,8 35 45 
AZ4704502504

9 
 50 47 47 450 5 0,4 25 49 0,52 10 0,8

5 

0,8 35 45 
AZ1014503505

0 
 100 100 10

0 

450 6 0,6 35 50 0,52 10 0,8

5 

0,8 35 45 

AZ855025038  08-55 8 8 550 4 0,2 25 38 0,52 10 0,8

5 

0,8 35 45 

 
 
 


